
Punch in the wall and install the

hanging rope on the wall

Lock the rope on the clips of the fixture

Suspension(Side outlet)

Punch in the wall and install the

hanging rope on the wall

Lock the rope on the clips of the fixture

Suspension(Outlet on the back)

Punch in the wall and install the

clips on the wall

Fix the fixture up to the clips

Ceiling Installation

     (standard)
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N

1.Open the buckles on the end cap
2.Pull out the end cap 3.Put the cable pass through

the connector on end cap

Tighten the connector

5.Confirm correct connection,and switch power on

Wiring(standard)

4.Connector the blue/white wire and

brown/black wire to the "N" and "L" and

yellow-green/green wire to the ground wire
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6.Confirm correct connection,and switch power on

L

N

1.Open the buckles on the end cap

2.Pull out the end cap 3.Put the cable pass through the connector

on end cap .Tighten the connector

5.Connect the next fixture

Wiring(Linkable)

4.Connector the blue/white wire and brown/black wire to the

"N" and "L" and yellow-green/green wire to the ground wire
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1.Open the buckles on the end cap

2.Pull out the end cap

3.Use tool to hit the back side of

end cap to make a hole

4.Fix a PG connector through the

hole and tighten the connector

5.Put the cable pass through the connector

on end cap Tighten the connector

6.Connector the blue/white wire and

brown/black wire to the "N" and "L" and

yellow-green/green wire to the ground wire

7.Connect the next fixture

8.Confirm correct connection,and switch power on

Wiring(two cable from single end)
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DIM-

DIM+

DIM-

DIM+
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DIM-

DIM+

1.Open the buckles on the end cap
2.Pull out the end cap 3.Put the cable pass through the connector on end cap

Tighten the connector

4.Connector the blue wire and brown wire to the "N" and

"L" and yellow-green wireto the ground wire and signal

wire to "DIM-" and "DIM+"

5.Connect the next fixture

6.Confirm correct connection,and switch power on

L

N

DIM-

DIM+

Wiring(0/1-10V Dimmable & Dali) ----Use two cables



1.Open the buckles on the end cap
2.Pull out the end cap

3.Put the five-core cable pass through the

connector on end cap .Tighten the connector

5.Connect the next fixture

Wiring(0/1-10V Dimmable & Dali) ----Use a single five-core cable----One sensor controls two lights

4.Connector the blue wire and brown wire to the "N" and

"L" and yellow-green wireto the ground wire and signal

wire to "DIM-" and "DIM+"
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